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ActiveActiveActiveActive differentialdifferentialdifferentialdifferential probeprobeprobeprobe

>>>>>>>> SmallSmallSmallSmall modelsmodelsmodelsmodels
>>>>>>>>AutomaticAutomaticAutomaticAutomatic zerozerozerozero rerereresetsetsetsettingtingtingting
>>>>>>>> CanCanCanCan bebebebe usedusedusedused withwithwithwith anyanyanyany brandsbrandsbrandsbrands’’’’ oscilloscopeoscilloscopeoscilloscopeoscilloscope
>>>>>>>>WithWithWithWith 1%1%1%1% accuracyaccuracyaccuracyaccuracy

ModelModelModelModel N1008AN1008AN1008AN1008A N1008N1008N1008N1008BBBB N10N10N10N1015A15A15A15A N10N10N10N1030A30A30A30A N10N10N10N1030B30B30B30B N10N10N10N1070B70B70B70B N1N1N1N1100A100A100A100A N1N1N1N1140A140A140A140A

Bandwidth 40MHz 100MHz 100MHz 50MHz 100MHz 100MHz 100MHz 100MHz

Accuracy ±1%

-Swing(into 50 KΩ load) ±7V ±7V ±7V ±7V ±7V ±7V ±7V ±7V

-Offset(typical) ＜±5Mv ＜±5Mv ＜±5Mv ＜±5Mv ＜±5Mv ＜±5Mv ＜±5Mv ＜±5Mv

Attenuation Ratio 1:100/10 1:1 1:1000/100 1:1000/100 1:1000/100 1:1000/100 1:1000/100 1:1000/100

Max. voltage

(DC+ Peak AC)

800Vp-p 800Vp-p 1500Vp-p 3000Vp-p 3000Vp-p 7000Vp-p 10KVp-p 814KVp-p

Length of BNC Cable 90cm

Length of Input Leads 30cm

Weight 500g

Size (L×W×H) 69*26*165mm
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HighHighHighHigh voltagevoltagevoltagevoltage probeprobeprobeprobe

>>>>>>>> TheTheTheThe measuringmeasuringmeasuringmeasuring voltagevoltagevoltagevoltage upupupup totototo 40KV40KV40KV40KV
>>>>>>>> BandwidthBandwidthBandwidthBandwidth upupupup totototo 220MHz220MHz220MHz220MHz
>>>>>>>>WithWithWithWith customizedcustomizedcustomizedcustomized plasticplasticplasticplastic carryingcarryingcarryingcarrying packingpackingpackingpacking

boxboxboxbox

ModelModelModelModel P6008P6008P6008P6008 P6010AP6010AP6010AP6010A P6018AP6018AP6018AP6018A P6028AP6028AP6028AP6028A P6039AP6039AP6039AP6039A

Bandwidth 40MHz 120MHz 150MHz 200MHz 220MHz

Attenuation Ratio 1:1000 1:100 1:1000 1:1000 1:1000

Max. voltage

(DC+ Peak AC)

8KVp-p 10KVp-p 18KVp-p 28KVp-p 40KVp-p

AC RMS 6KV 7KV 12KV 20KV 28KV

Rise time 9ns 3ns 2.4ns 1.8ns 1.8ns
Length of input leads 2m 2m 2m 2m 2m

Input Impedance 100MΩ 100MΩ 200MΩ 500MΩ 900MΩ

Weight 180g 460g 460g 460g 460g

Size 47mmD*215mmL 80mm*80mm*320mm 80mm*80mm*320mm 80mm*80mm*320mm 80mm*80mm*320mm
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CurrentCurrentCurrentCurrent probeprobeprobeprobe

>>>>>>>> DC/ACDC/ACDC/ACDC/AC currentcurrentcurrentcurrent probeprobeprobeprobe
>>>>>>>> 2222 measuringmeasuringmeasuringmeasuring rangerangerangerange
>>>>>>>> ShortShortShortShort riseriseriserise timetimetimetime
>>>>>>>> CurrentCurrentCurrentCurrent measuringmeasuringmeasuringmeasuring range:1mA~7500Arange:1mA~7500Arange:1mA~7500Arange:1mA~7500A

ModelModelModelModel PT-710PT-710PT-710PT-710 PT710-APT710-APT710-APT710-A PT710-BPT710-BPT710-BPT710-B PT710-CPT710-CPT710-CPT710-C PT710-DPT710-DPT710-DPT710-D PT-7802PT-7802PT-7802PT-7802 PT-7803PT-7803PT-7803PT-7803 PT-2710PT-2710PT-2710PT-2710 PT-2720PT-2720PT-2720PT-2720 PT-2740PT-2740PT-2740PT-2740 PT-2770PT-2770PT-2770PT-2770

Bandwidth DC-100K
Hz

DC-300K
Hz

DC-500K
Hz

DC-1MHz DC-1.5M
Hz

DC-60M
Hz

DC-20M
Hz

DC-100K
Hz

DC-150K
Hz

DC-150K
Hz

DC-150K
Hz

Attenuation
Ration

1A:100m
V/1A:10
mV

1A:100m
V/1A:10
mV

1A:200m
V/1A:20m
V

1A:500m
V/1A:50m
V

1A:0.1V/
1A:1V

---- --- 1A:100m
V/1A:10m
V

1A:100m
V/1A:10m
V

1A:100m
V/1A:10m
V

1A:100m
V/1A:10m
V

Measuring
Range

50mA~1
0A/1A~1
00A

100mA~
220Ap-p

5mA~100
Ap-p

2mA~140
Ap-p

1mA~80
Ap-p

600Ap-p/
15Arms

7500Ap-
p/80Arms

50mA~10
Ap-p/1A~
60Ap-p

50mA~10
Ap-p/1A~
200Ap-p

50mA~60
Ap-p/1A~
400Ap-p

50mA~60
Ap-p/1A~
750Ap-p

Accuracy 3% / 4% 3% / 4% 3% / 4% 3% / 4% 3% / 4% 1% 1% 3% / 4% 3% / 4% 3% / 4% 3% / 4%

Size 231*67*
36mm

280*70*3
2mm

280*70*3
2mm

262*81*3
6mm

262*81*
36mm

---- ---- 231*67*3
6mm

231*67*3
6mm

231*67*3
6mm

231*67*3
6mm
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FlexibleFlexibleFlexibleFlexible CurrentCurrentCurrentCurrent probeprobeprobeprobe
>>>>>>>> Coil circumference:100,200 or 1000mm
>>>>>>>>Coil cross section(max):5Kv
>> Temperature range: -20℃-100℃
>> Cable length(from box to coil):2m or 4m
>> Power supply: DC supply adaptor or 6-9v or 4 batteries
>> Integrator box dimension: H=160mm,W=80mm,D=28mm
>> Coil cross section(max):8mm-14mm(with sleeve)
>> Output socket:BNC(50Ω）Min. Output loading:100KΩ

Model Sensitivity
mV/A

Peak
Current(A)

Measurement
from

DC offset
/mV

Peak di/dt
kA/μs

Bandwidth
(3db)

Accuracy

DKDKDKDK-Mini070 100 70 20(mA) ±2 0.2 0.2Hz-20MHz 1%
DKDKDKDK-Mini140 50 140 20(mA) ±2 0.2 0.2Hz-20MHz 1%
DKDKDKDK-Mini350 20 350 20(mA) ±2 2 0.2Hz-20MHz 1%
DKDKDKDK-0700 10 700 10A ±2 8 0.2Hz-20MHz 1%
DKDKDKDK-1400 5 1400 10A ±2 8.0 0.2Hz-20MHz 1%
DKDKDKDK-3500 2 3500 10A ±2 20.0 0.2Hz-20MHz 1%
DKDKDKDK-7000 1 7000 10A ±2 25 0.2Hz-20MHz 1%
DKDKDKDK-14000 0.5 14000 10A ±2 50 0.2Hz-20MHz 1%
DKDKDKDK-21000 0.33 21000 10A ±2 50 0.2Hz-20MHz 1%
DKDKDKDK-42000 0.167 42000 15A ±2 50 0.2Hz-20MHz 1%
DKDKDKDK-84000 0.083 84000 15A ±2 50 0.2Hz-20MHz 1%
DKDKDKDK-168000 0.0417 168000 15A ±2 50 0.2Hz-20MHz 1%
DKDKDKDK-336000 0.021 336000 15A ±2 50 0.2Hz-20MHz 1%
DKDKDKDK-2000 2 2000 1A ±2 20.0 10Hz-150KHz 2%
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