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ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction
Product
Name：

N difference probe - 1% N1008A
（800V,50MHz）

Short
Description
：

N1080A
Bandwidth 50MHz
Automatic zero button
Voltage overload protection
Match any oscilloscope
Input impedance 4MΩ//7pF each side
ground
Accuracy 1%

Model N1008A
Product Name N1008A (800Vp-p,50MHz)
Short Description PINTECH N1008A（50MHz X100 X10 800Vp-p）
Bandwidth 50MHz
Accuracy ±1%
In put Impedance 4MΩ//7 p F each side ground
Input Voltage
-Swing(into 50 KΩ load) ±7V
-Offset(typical) ＜±5Mv
-Input Impedence
（typical）

50Ω(for using 1M ohm input system oscilloscope)

Power Supply

Options power leads
Length of BNC Cable 90cm
Length of Input Leads 30cm
Weight 500g
Size (L×W×H) 69*26*165mm
Attenuation Ratio 1:100/10
CMRR(typical) -80dB@60Hz,-50d B@1MHz

Max. input
differential-mode voltage

(DC+ Peak AC)

±800V@1/100
±80V@1/10

Max. input and ground
potential difference
(DC +Peak AC)

±800V@1/100＆ 1/10

(CMRR) 1000V rms CATⅢ
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ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction

Product
Name：

N difference probe - 1% N1008B（800V，

100MHz）

Short
Description：

Automatic zeroing key
can match any oscilloscope
the test accuracy can reach 1%

Model N1008B
Product Name N1008B (800Vp-p,100MHz)
Short Description PINTECH N1008B（100MHz X100 X10 800Vp-p）
Bandwidth 100MHz
Accuracy ±1%
In put Impedance 4MΩ//7 p F each side ground
Input Voltage
-Swing(into 50 KΩ load) ±7V
-Offset(typical) ＜±5Mv
Input
Impedance(Typical )

50Ω(for using 1M ohm input system oscilloscope)

Power Supply

-Options power leads
Length of BNC Cable 90cm
Length of Input Leads 30cm
Weight 500g
Size (L×W×H) 69*26*165mm
Attenuation Ratio 1:100/10
CMRR(typical) -80dB@60Hz,-50d B@1MHz

maximum input
differential-mode
voltage

(DC+ Peak AC)

±800V@1/100
±80V@1/10

Maximum input and
ground potential
difference(DC+Peak
AC)

±800V@1/100＆ 1/10

(CMRR) 1000V rms CATⅢ
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ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction

Product
Name：

N difference probe - 1% N1015A（ 1500V，

100MHz）

Short
Description：

N series strong launch A
Super small type
Humanized design
Frequency DC - 120 MHz,14000 v p - p

Specification
Bandwidth 100MHz
Accuracy ±1%
Input Impedance 4MΩ//7 p F each side ground
Input Voltage
Swing(into 50 KΩ load) ±7V
Offset(typical) ＜±5Mv
Input Impedance(Typical ) 50Ω(for using 1M ohm input system oscilloscope)
Power Supply
Options power leads
Length of BNC Cable 90cm
Length of Input Leads 30cm
Weight 500g
Size (L×W×H) 69*26*165mm
Attenuation Ratio 1:1000/100
CMRR(typical) -80dB@60Hz,-50d B@1MHz
Max. input
differential-mode voltage
(DC+ Peak AC)

±1500V@1/1000
±150V@1/100

Max. input and ground
potential difference(DC +
Peak AC)

±1500V@1/1000＆ 1/100

(CMRR) 1000V rms CATⅢ
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ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction
Product
Name：

N difference probe - 1% N1030A（3000V，
50MHz）

Short
Description：

Product Introduction
product name： N1030A（3KV，50MHz）
Short Description：
Bandwidth 50MHz
Automatic zero key
Voltage overload protection
Can match any oscilloscope
Input impedance 4MΩ//7pF each side
ground
Accuracy 1%

Product Name N1030A (3000Vp-p,50MHz)
Short Description PINTECH N1030A（50MHz X100 X1000 3000Vp-p）

Specification

Bandwidth 50MHz

Accuracy ±1%
Input Impedance 4MΩ//7 p F each side ground
Input Voltage
-Swing(into 50 KΩ load) ±7V
-Offset(typical) ＜±5Mv
Input
Impedance(Typical )

50Ω(for using 1M ohm input system oscilloscope)

Power Supply

-Options power leads
Length of BNC Cable 90cm
Length of Input Leads 30cm
Weight 500g
Size (L×W×H) 69*26*165mm
Attenuation Ratio 1:1000/100
CMRR(typical) -80dB@60Hz,-50d B@1MHz

maximum input differential-mode voltage

(DC+ Peak AC)

±3000V@1/1000
±300V@1/100

Maximum input and ground potential
difference(DC +Peak AC)

±3000V@1/1000＆ 1/100

(CMRR) 1000V rms CATⅢ
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ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction N1030BN1030BN1030BN1030B
Product Name N1030B (3000Vp-p,1000MHz)
Short Description PINTECH N1030B（100MHz X100X1000 3000Vp-p）

Specification

Bandwidth 100MHz
Accuracy ±1%
Input Impedance 4MΩ//7 p F each side ground
Input Voltage
-Swing(into 50 KΩ load) ±7V
-Offset(typical) ＜±5Mv
Input Impedance(Typical ) 50Ω(for using 1M ohm input system oscilloscope)

Power Supply

-Options power leads
Length of BNC Cable 90cm
Length of Input Leads 30cm
Weight 500g
Size (L×W×H) 69*26*165mm
Attenuation Ratio 1:1000/100
CMRR(typical) -80dB@60Hz,-50d B@1MHz

maximum input differential-mode
voltage(DC+ Peak AC)

±3000V@1/1000
±300V@1/100

Maximum input and ground potential
difference(DC +Peak AC)

±3000V@1/1000＆ 1/100

(CMRR) 1000V rms CATⅢ

ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction
Product
Name：

N difference probe - 1% N1030B（3000V，

100MHz)

Short
Description：

Product Introduction
product name：N1030B（3KV，1000MHz）
Short Description
Bandwidth 100MHz
Automatic zero key
Voltage overload protection
Can match any oscilloscope
Input impedance 4MΩ//7pF each side
ground
Accuracy 1%
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ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction
Product Name N1070BN1070BN1070BN1070B (7000Vp-p,100MHz)
Short Description PINTECH N1070B（100MHz X100 X1000 7000Vp-p）

specification

Bandwidth 100MHz
Accuracy ±1%
Input Impedance 4MΩ//7 p F each side ground
Input Voltage
-Swing(into 50 KΩ load) ±7V
-Offset(typical) ＜±5Mv
Input Impedance(Typical ) 50Ω(for using 1M ohm input system oscilloscope)

Power Supply

-Options power leads
Length of BNC Cable 90cm
Length of Input Leads 30cm
Size (L×W×H) 69*26*165mm
Weight 500g
Attenuation Ratio 1:1000/100
CMRR(typical) -80dB@60Hz,-50d B@1MHz

maximum input differential-mode voltage

(DC+ Peak AC)

±7000V@1/1000
±700V@1/100

Maximum input and ground potential
difference(DC +Peak AC)

±7000V@1/1000＆ 1/100

(CMRR) 1000V rms CATⅢ

ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction
Product
Name：

N difference probe - 1% N1070B（7KV，

100MHz）

Short
Description：

Product Introduction
product name ： N1070B （ 7KV ，

100MHz）
Short Description
Bandwidth 100MHz
Automatic zero key
Voltage overload protection
Match any brand oscilloscope
Input impedance 4MΩ//7pF each side
ground
Accuracy 1%
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ModelModelModelModel N1100AN1100AN1100AN1100A

Product Name N1100A(10KVp-p,100MHz)

Short Description PINTECH N1100A（100MHz X1000 X100 10KVp-p）

Bandwidth 100MHz
Accuracy ±1%
In put Impedance 4MΩ//7 p F each side ground
Input Voltage
-Swing(into 50 KΩ load) ±7V
-Offset(typical) ＜±5Mv
Input Impedance(Typical ) 50Ω(for using 1M ohm input system oscilloscope)
Power Supply
-Options power leads
Length of BNC Cable 90cm
Length of Input Leads 30cm
Weight 500g
Size (L×W×H) 69x26x165mm
Attenuation Ratio 1:100/10
CMRR(typical) -80dB@60Hz,-50d B@1MHz
maximum input differential-mode
voltage
(DC+ Peak AC)

±10KV@1/1000
±1KV@1/100

Maximum input and ground potential
difference(DC +Peak AC)

±10KV@1/1000＆ 1/100

CMRR 1000V rms CATⅢ

ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction
Product
Name：

N difference probe - 1% N1100A（ 10KV，

100MHz）

Short
Description：

Product name： N1100A（10KV，100MHz）
Short Description
Bandwidth 100MHz
Automatic zero key
Voltage overload protection
Match any brand oscilloscope
Input impedance 4MΩ//7pF each side fround
Accuracy 1%
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Model HP-9258

Max.Operating voltage 1500Vrms CAT II (2000VDCincl.peakAC ）

derating with frequency. See Fig.1

Band width DC to 250MHz

Division Ratio ×100
Rise Time 1.4nS
Input Resistance 100MΩ when used with oscilloscopes which have

1MΩ input.
Input Capacitor Approx.5.5PF

Compensation Range 10 to 35PF

Cable Length 1.3Meter
Temp.Coefficient ≦200ppm/℃

DC Accuracy <1%

Operating Temp. -10℃to +55℃

Storage Temp. -20~+70℃

ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction

Product
Name：

Oscilloscopic probe HP-9258

Short
Description：

250MHZ 1500Vrms CAT II (2000V
DCincl. Peak AC) derating with
frequency,see Fig.1
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ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction

Product
Name：

Oscilloscope Probe CP-3501Rpro

Short
Description：

Bandwidth: 500 MHz
Cursor Readout: O
Max. Working Voltage: CAT I 600V
CAT II 300V
Division Ratio: x10

Model CP-3501R/Pro

Division Ratio 10:1

Bandwidth DC~500MHz

Rise Time 0.7nS

Input Resistance 10 MΩ(when used in 1 MΩ resistance of
oscilloscope)

Input capacitor About 16PF

Compensation Range 13~23PF

Operating voltage 600V DC+AC peak（decreasing with increasing
requency）

DC Accuracy ≦1%

≦200ppm/

Cable Length about 1.2M

Operating temp. -10℃~+55℃ or less 85%RH（35℃）

Storage temp. -20℃~+70℃ or less 90%RH

Weight 90g
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ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction

Product
Name：

Oscilloscope Probe CP-3601R

Short
Description：

Bandwidth: DC~600MHz
Fix x10; Readout Function
EN61010-031, 600V CAT I

Model CP-3601R
Bandwidth DC~600MHz

Readout Function Yes

Rise Time 0.58ns

Attenuation Ratio 10:1（±0.5% at DC）
Input Impedance When used with oscilloscope which have 10 MΩ

input
Input Capacitor Approx. 12PF

Compensation Range 6PF~22PF

Max. Input Voltage 600V CAT I ;
Operating Temperature 0℃~50℃

Humidity 85%RH or less （at 35℃）

Safety Meets EN61010-031 CAT II
Cable Length 1.2m
FUNCTION/MODEL PT710-C

DC Accuracy Typical
±3%：20mA~14A peak at 500mV/A
±4%：200mA~100A peak at 50mV/A
±15%：100A~140A peak

Max. Working Voltage 300V CAT III

Max. Sensitivity ≥2mA
Frequency Range DC-1MHz(-3dB)

Rise Time 0.35μS
Battery or Adaptor 9V NEDA 1604A, IEC DLR61

Or PINTECH Specified, Adaptor

Accessories BP-250, MT-246N,Adaptor Instruction Manual.
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ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction

Product
Name：

Current probe PT-710

Short
Description：

100KHZ 0.05A-10A 1-100A

Model PT-710 current probe

Precision
and
phase
shift

Range 100mV/A 10mV/A
Current range 50mA~10A

peak
1A~100A peak

Output signal

（percentage error）

3%±5mV 500m~40A peak： 4%±500uV： 40~100A

peak：100A（max.） 15%

Frequency range（-3dB） DC~100kHz
Phase shift DC~65Hz：<1.5 DC~65Hz：<1°
Load impedance ≥1MΩand≤100pF
Insert impedance 0．01Ω
Noise 6mV 600μV
Slew Rate 0.3V/μS 20mV/μs
Rise/fall time 3μs 4μs
Measurement conditions：23℃±5℃,20~75%RH, Sinusoidal frequency :

48~65Hz, External magnetic field <40A/m， no load flow, the center of the test

sample, load impedance:1MΩ

Working voltage Max 600Vrms
Common mode voltage Max 600Vrms
Battery 9V Alkaline battery (meet up with: NEDA 1604A,IEC 6LR61)
Low battery indicator >6.5V,LED is green
Mechanical index
Oper.Temp 0~+50℃
Preservation temperature -3~+80℃
Temperature effect Per 10℃，<0.2%
Operating height 0~2000m
Maximum EZhong insert Dia.11.8mm
Size 231х36х67mm
Weight 330g(have cell)
Output 2 meters coaxial cable, terminal with insulation BNC connector jack
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